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CAT 6 PREMIUM RJ45 PATCH CORDS

The PREMIUM GIGAMEDIA patch cords range is suitable for use in voice or data network installations, they are used in structured cabling systems to patch

between patch panels or to connect a wall outlet or a patch panel to active components like a switch or a Network Interface Card.

It exceeds Category 6 / Class E requirements as laid down in TIA/EIA 5688.2-1 or ISO/IEC 11801 and EN 50265-2-1. All our patchcords are individualy tested
that offer you guaranteed quality, and ensures your sytem avoids any performance degradation

CARACTERISTICS

« Compliant ISO/IEC 11801, EN50265-2-1 and EIA/TIA 568B.2-1 specifications

« Impedance of 100 Ohm

« Slim molded connectors for high density installation
« Snagless, protect plug latch from snagging when pulling cords thtough pathways / cable manager

« Gold plated (50p)
« PVC and LSZH versions available
« Individual packing

U/UTP LSOH

LENGTH

GGM CAT605MZH
GGM CAT61MZH
GGM CAT62MZH
GGM CAT63MZH

GGM CAT64MZH
GGM CAT65MZH
GGM CAT67MZH
GGM CAT610MZH
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GGM CAT61MZHB
GGM CAT62MZHB
GGM CAT63MZHB
GGM CAT64MZHB
GGM CAT65MZHB
GGM CAT67MZHB

GGM CAT61MZHV
GGM CAT62ZMZHV
GGM CAT63MZHV
GGM CAT64MZHV
GGM CAT65MZHV
GGM CAT67MZHV

YELLOW

GGM CAT605MZHJ
GGM CAT61MZHJ
GGM CAT62MZHJ
GGM CAT63MZHJ
GGM CAT64MZHJ
GGM CAT65MZHJ
GGM CAT67MZHJ

GGM CAT61MZHR
GGM CAT62ZMZHR
GGM CAT63MZHR
GGM CAT64MZHR
GGM CAT65MZHR
GGM CAT67MZHR

GGM CAT605MZHN
GGM CAT61MZHN
GGM CAT62MZHN
GGM CAT63MZHN

GGM CAT65MZHN

GGM CAT610MZHN
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U/UTP PVC
LENGTH GRAY BLUE VERT YELLOW RED
GGM CAT605M GGM CAT605MB GGM CAT605MV GGM CAT605M) GGM CAT605MR
GGM CAT61M GGM CAT61MB GGM CAT61MV GGM CAT61MJ GGM CAT61MR
GGM CAT62M GGM CAT62MB GGM CAT62MV GGM CAT62MJ GGM CAT62MR
GGM CAT63M GGM CAT63MB GGM CAT63MV GGM CAT63MJ GGM CAT63MR
GGM CAT64M GGM CAT64MB GGM CAT64MV GGM CAT64M) GGM CAT64MR
GGM CAT65M GGM CAT65MB GGM CAT65MV GGM CAT65M) GGM CAT65MR
GGM CAT67M GGM CAT67MB GGM CAT67MV GGM CAT67MJ GGM CAT67MR
S/FTP PVC
LENGTH YELLOW ORANGE

GGM CAT6505M @ GGM CAT6S05MBS GGM CAT6S05MV ~ GGM CAT6S05M) GGM CAT6S05MR | GGM CAT6S05MO M GGM CAT6S05MN

GGM CAT6STM | GGM CAT6SIMB | GGM CAT6STMV ~ GGM CAT6S1MJ GGM CAT6STMR | GGM CAT6STMO | GGM CAT6STMN

GGM CAT6S2M @ GGM CAT6S2MB {§ GGM CAT6S2MV ~ GGM CAT6S2MJ GGM CAT6S2MR | GGM CAT6S2MO | GGM CAT6S2MN

GGM CAT6S3M | GGM CAT6S3MB | GGM CAT6S3MV ~ GGM CAT6S3MJ GGM CAT6S3MR | GGM CAT6S3MO | GGM CAT6S3MN

GGM CAT6S4M @ GGM CAT6S4MB |8 GGM CAT6S4MV ~ GGM CAT6S4M) GGM CAT6S4MR

GGM CAT6S5M | GGM CAT6S5MB {8 GGM CAT6S5MV ~ GGM CAT6S5MJ GGM CAT6S5MR | GGM CAT6S5MO | GGM CAT6S5MN

GGM CAT6S7M | GGM CAT6STMB [ GGM CAT6S7MV ~ GGM CAT6S7MJ GGM CAT6S7MR

GGM CAT6S10M [ GGM CAT6S10MB GGM CAT6S10MR | GGM CAT6S10MO | GGM CAT6STOMN

S/FTP LSOH
LENGTH YELLOW

GGM CAT6S1MZH GGM CAT6STMZHB N GGM CAT6STIMZHV ~ GGM CAT6S1MZHJ @B GGM CAT6STMZHR
GGM CAT6SZMZH GGM CAT6S2ZMZHB N GGM CAT6S2ZMZHV ~ GGM CAT6SZMZHJ @ GGM CAT6SZMZHR
GGM CAT6S3MZH GGM CAT6S3MZHB N GGM CAT6S3MZHV ~ GGM CAT6S3MZHJ W GGM CAT6S3MZHR
GGM CAT6S4MZH GGM CAT6S4MZHB B GGM CAT6SAMZHV ~ GGM CAT6S4MZHJ B GGM CAT6S4MZHR
GGM CAT6S5MZH GGM CAT6S5MZHB N GGM CAT6S5MZHV ~ GGM CAT6S5MZHJ W GGM CAT6SSMZHR
GGM CAT6S7MZH GGM CAT6S7MZHB N GGM CAT6STMZHV ~ GGM CAT6S7TMZHJ @ GGM CAT6S7TMZHR
GGM CAT6S10MZH GGM CAT6S10MZHEY GGM CAT6S10MZHV ~ GGM CAT6S10MZHJ [§ GGM CAT6ST10MZHR
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